
 
 

 
 

DAFTAR PUSTAKA 

 

[1] S. Sukmajati and M. Hafidz, “Perancangan Dan Analisis Pembangkit 

Listrik Tenaga Surya Kapasitas 10 Mw On Grid Di Yogyakarta,” 2015. 

[2] S. Smart and M. Unud, “Unjuk Kerja Pembangkit Listrik Tenaga,” no. 

September, 2019. 

[3] I. W. S. I K Agus Setiawan, I N Satya Kumara, “Analisis Unjuk Kerja 

Pembangkit Listrik Tenaga Surya (PLTS) Satu Mwp Terinterkoneksi 

Jaringan Di Kayubihi, Bangli,” Makerere Bus. J., vol. 13, no. 1, 2014, doi: 

10.33117/000500. 

[4] M. R. Wicaksana, I. N. S. Kumara, I. A. D. Giriantari, and R. Irawati, 

“Unjuk Kerja Pembangkit Listrik Tenaga Surya Rooftop 158 kWp Pada 

Kantor Gubernur Bali,” J. SPEKTRUM, vol. 6, no. 3, pp. 107–113, 2019. 

[5] I. H. Kurniawan and L. Hayat, “Unjuk Kerja Pembangkit Energi Listrik 

Tenaga Matahari Pada Jaringan Listrik Mikro Arus Searah,” Simp. Nas. 

Teknol. Ter., vol. 5, pp. 65–70, 2017. 

[6] S. Haerurrozi, Abdul Natsir, “Analisis Unjuk Kerja Plts On-Grid Di 

Laboratorium Energi Baru Terbarukan (Ebt) Universitas Mataram,” J. 

Chem. Inf. Model., vol. 53, no. 9, pp. 1689–1699, 2019. 

[7] N. M. Obaid, E. T. Hashim, and N. K. Kasim, “Performance Analyses of 

15 kW Grid-Tied Photo Voltaic Solar System Type under Baghdad city 

climate,” J. Eng., vol. 26, no. 4, pp. 21–32, 2020, doi: 

10.31026/j.eng.2020.04.02. 

[8] Contained Energy Indonesia, “Buku Panduan Energi yang Terbarukan,” 

2013. 

[9] A. Haibaoui, B. Hartiti, A. Elamim, M. Karami, and A. Ridah, 

“Performance Indicators For Grid-Connected PV Systems: A Case Study In 

Casablanca, Morocco,” IOSR J. Electr. Electron. Eng., vol. 12, no. 02, pp. 

55–65, 2017, doi: 10.9790/1676-1202015565. 

[10] B. Ramadhani, “Dos & Don ’ ts,” p. 277, 2018. 

[11] I. H. Fikri, Analisis Rasio Performa Pembangkit Listrik Tenaga Surya Atap 



 
 

 
 

On-Grid 35 Kwp Pada Gedung Energi Dan Sumber Daya Mineral Jawa 

Tengah, no. May. 2019. 

[12] A. K. Al Bahar and A. T. Maulana, “Perencanaan dan Simulasi Sistem 

PLTS Off-GridUntuk Penerangan Gedung Fakultas Teknik UNKRIS,” J. 

Ilm. Elektrokrisna, vol. 6, no. 3, pp. 97–107, 2018. 

[13] S. SAODAH and S. UTAMI, “Perancangan Sistem Grid Tie Inverter pada 

Pembangkit Listrik Tenaga Surya,” ELKOMIKA J. Tek. Energi Elektr. Tek. 

Telekomun. Tek. Elektron., vol. 7, no. 2, p. 339, 2019, doi: 

10.26760/elkomika.v7i2.339. 

[14] N. Novriansyah, P. G. Chamdareno, and B. Budiyanto, “Aplikasi 

Pyranometer Digital Berbasis Node Webkit Dengan Sistem Penampilan 

Data Secara Realtime,” Elektum, vol. 14, no. 1, p. 9, 2017, doi: 

10.24853/elektum.14.1.9-15. 

[15] R. Renaldy et al., “Listrik Tenaga Hybrid (PLTH) Baron Techno Park 

Analisa Teknis Dan Ekonomis Pembangkit Listrik Tenaga Hybrid (PLTH) 

Baron Techno Park,” 2020. 


